ANCH(R BOLTS SHALL BE 5/8"° DIA. x 11"
EL STOCK WMITH CU
EXPANSION TYPE SLEEVE.

LAFAYETTE STREET CURB

////Pms

100

CURB

MULTIPLE CUTS SHALL BE DEFINED AS CITY STREET OR ALLEY, ASPHALT OR
CONCRETE, THAT HAVE THE FOLLOWING CONDITIONS:

1. FOUR (4) OR MORE PATCHES PER 100 LINEAR FEET OF ROADWAY WITHIN A
ONE (1) YEAR PERIOD OF TIME, AND

2. AREA CUT IS GREATER THAN 64 S.F. IN 100 LINEAR FEET OF ROADWAY
WITHIN A ONE (1) YEAR PERIOD OF TIME.

MULTIPLE CUTS TO BE RESTORED AS FOLLOWS:

>50" >100'
CURB
EXISTING

STREET

CURB

1. NEW PAVEMENT AREAS SHALL NOT HAVE GAPS OF LESS THAN 100 FEET.
MINIMUM LENGTH OF NEW PAVEMENT SHALL BE 50 FEET.

2. THE CITY ENGINEER SHALL HAVE THE AUTHORITY TO NEGOTIATE A PAYMENT
FROM THE UTIUTY COMPANY IN LIEU OF RESURFACING. THE PAYMENT

BASED UPON THE UNIT PRICE FOR ASPHALT FROM THE CITY'S MOST REC
RESURFACE CONTRACT T WOULD HAVE TO BE RESURFACED
ACCORDING TO THIS STANDARD THE PAYMBIT SHALL BE PRORATED
ACCORDING TO THE CITY'S RESURFACING SCHEDULE AT A RATE OF 10% PER

YEAR. FOR EXAMPLE, IF THE STREET IS SCHEDULED TO BE RESURFACED IN ONE

YEAR, ONLY 10% WILL BE CHARGED, IN 2 YEARS ONLY 20%, ETC. THIS
PAYMENT OPTION SHALL NOT APPLY TO RECENTLY RESURFACED STREETS.

CITY OF COLUMBUS
METHOD FOR REPLACING MULTIPLE CUTS

T THREADS AND MINIgéJEM T%I‘EACK

SAW CUT PAVEMENT
2" DEEP (MIN.)

EXISTING CONCRETE
PAVEMENT

CONCRETE PAVEMENT REPAR
INITIAL. SAW CUT
EXISTING PAVEMENT—, |B_| _ MINIMUM CUTBACK
5" DEEP (MIN.) EACH SIDE SEE TABLE
ENAL SAW CUT .5" 9.5 mm HMA SURFACE
. EXISTING PAVEMENT 5" (MIN.) 25 mm HMA BASE OR
2" DEEP (MIN.) EACH SIDE 5" OF CLASS A GONCRETE
T
TWO OR MORE (4" MAX.)
COMPACTED LIFTS 2 DEEP_(MIN) CUTBACK

LIMITS OF
EXCAVATION TACK COAT
EJGES AND SJBBASE

FLOWABLE FILL, SEE

MATCH EXISTING GRADE

EXISTING ASPHALT PAVEMENT

SAW CUT EDGE OF EXISTING

FNAL CUTBACK TABLE
B | TRENCH WIDTH
6" |3-0" OR LESS
9" [5-1" 10 50
12" | 5-1" OR GREATER

MINIMUM CUTBACK
SEE TABLE

MILL SURFACE 1.5" DEEP FOR 18"
CUT EDGE, TACK COAT
ALL EXPOSEJ SURFACES, AND
OVERLAY, WITH 1.5" OF ASPHALTIC
SURFACE, CONTINUOUS WITH
PROPOSED PAVEMENT SURFACE.

PROPOSED ASPHALT PAVEMENT

1.5°— 9.5mm HMA SURFACE

45" 25mm HMA BASE
// /\\\\\\\\\\\\\\\\\\\\\\\\\\\

PN /\,/\,/\,/\ /\,/\,/\,/\

EXISTING SUB GRADE #53 COMPACTED AGGREGATE BASE

ASPHALT PAVEMENT
TO FULL DEPTH LAP JOINT DETAIL

NOT TO SCALE

SAW CUT 1/4" W X 1"D CONSTRUCTION JOINT
APPLY JOINT SEALANT (SEE NEW CONSTRUCTION—
CONCRETE JOINT DETAILS)

SAW CUT EDGE_OF EXISTING
ONCRETE PAVEMENT TO FULL
DEPTH IF EDGE IS ROUGH

PROPOSED ASPHALT PAVEMENT

MATCH EXISTING GRADE

6"+ EXISTING CONCRETE PAVEMENT 9.5mm HMA SURFACE

A,

e 25mm HMA BASE

COMPACTED
AGGREGATE BASE

BUTT JOINT DETAIL

NOT TO SCALE

1.5” (MIN.) 9.5 mm HMA
SURFACE OR MATCH GREATER
EXISTING PAVEMENT
THICKNESS AND MATERIALS
(TACK COAT REQUIRED)

ANCHOR BOLTS SHALL BE
PLACED ALONG ALL SIDES
OF THE REMOVED AREA.
THE SPACING SHALL BE
3 FEET CENTER TO
CENTER ON TRAVERSE
SIDE AND 5 FEET CENTER
TO CENTER ON THE
LONGITUDINAL SIDE WMTH

PAVEMENT RESTORATION NOTES

QGENERAL:

1. MAINTENANCE OF ANY STREET RESTORATION OR REPAIR SHALL BE THE RESPONSIBILITY OF THE INDIVIDUAL
UTILITY OR DEVELOPER AUTHORIZED TO MAKE SUCH REPAIR UNTIL THE STREET HAS BEEN RESURFACED.

Cl
1.

THIS STREET REPAIR PROCEDURE SHALL BE USED FROM APRIL 15th UNTIL NOVEMBER 15th

OR AS LONG AS H.M.A. IS AVAILABLE.

BED PIPE OR VSONDUIT WITH APPROVED COMPACTED GRANULAR MATERIAL . (SAND, PIT RUN,

PR _B—BARRO

FLOWABLE FILL SHALL HAVE A COMPRESSIVE STRENGTH OF 50 TO 150 P.S.l. FLOWABLE FILL

SHALL BE SUPPLIED BY A PROVIDER APPROVED BY THE CITY ENGINEER. APPROVAL SHALL BE

BASED ON INDOT PREQUALIFICATION AND SUBMITTAL OF AN ACCEPTABLE MIX DESIGN(S).

ASPHALT STREETS: ASPHALT PATCH SHALL BE 5D BASE OR EQUAL, 8" MINIMUM DEPTH OR

MATCH EXISTING. CONCRETE PATCH SHALL BE 8” MINIMUM DEPTH OR MATCH EXISTING, HIGH

STRENGTH INDOT CLASS “C", WITH 2% CALCIUM AND SHALL BE

5. CONCRETE STREETS: CONCRETE PATCH SHALL BE 6" MINIMUM DEPTH OR MATCH EXISTING,
HIGH STRENGTH INDOT CLASS "C", WITH 2% CALCIUM, FLUSH WITH EXISTING SURFACE, BROOM
FINISHED AT RIGHT ANGLES TO TRAFFIC FLOW AND SHALL BE

6. PLACE 1.5° PATCH OF #11 SURFACE H.M.A. (MTHIN 24 HOURS) FLUSH WITH EXISTING
SIRFACE. SURFACE OF CONCRETE OR ASPHALT PATCH AND EDGES OF EXISTING ASPHALT

E TACK COATED BEFORE PLACING H M.A. PATCH.

7. IF MORE THAN ONE CUT IS MADE ON A CITY STREET, AND THE DISTANCE BETWEEN THE TWO
IS 5'-0" OR LESS, THE CONTRACTOR OR PERSONS MAKING THE REPAIR WILL BE REQUIRED
TO REMOVE THE SURFACE BETWEEN THE AND MAKE ONE REPAIR.

8. gﬂé’:‘?:cm SHALL NOTIFY THE CITY DIGINEERS OFFICE AT (812) 376-2540 BEFORE

9. ALL 0VD?WTI'ING AND ENTIRE PERIMETER OF FINAL REPAIR TO BE CLEANED AND SEALED
WITH ASPHALT CRACK SEALER.

10. FLOWABLE FILL IS NOT TO BE USED AS A TEMPORARY DRIVING SURFACE EXCEPT FOR AN

EMERGENCY AND THEN FOR A PERIOD NOT TO EXCEED 24 HOURS.

wop

>

TEMPORARY PAVEMENT REPAR:

1. THIS STREET REPAIR PROCEDURE SHALL BE USED FROM NOVEMBER 16% UNTIL APRIL 14% OR AS LONG
AS H.M.A IS NOT AVAILABLE.

2. BED PIPE v;))R CONDUIT WMITH APPROVED COMPACTED GRANULAR MATERIAL. (SAND, PIT RUN OR
B—BORRO

3. FLOWABLE FILL SHALL HAVE A COMPRESSIVE STRENGTH OF 50 TO 150 PSI FLOWABLE FILL SHALL BE
SUPPLIED BY A PROVIDER APPROVED BY THE CITY ENGINEER. APPRO' ALL BE BASED ON INDOT
PREQUALIFICATION AND SUBMITTAL OF ACCEPTABLE MIX DESIGN(S;

4. FLOWABLE FILL IS NOT TO BE USED AS A TEMPORARY DRIVING SURFACE EXCEPT FOR AN EMERFENCY
REPAIR AND THEN FOR A PERIOD NOT TO EXCEED 24 HOURS.

5. ASPHALT STREETS: CONCRETE PATCH SHALL BE 6" MIN. DEPTH OR MATCH EXISTING, PLACED WITHIN

24 HOURS,
8. CONCRETE STREETS: CONCRETE PATCH SHALL BE 6" MINIMUM DEPTH OR MATCH EXISTING, FLUSH WITH
EXISTING SURFACE AND BROOM FINISHED AT RIGHT ANGLES TO TRAFFIC FLOW, PLACED WITHIN 24

HOURS

7. ALL CONCRETE SHALL BE INDOT CLASS "C", WITH 2% CALCIUM AND SHALL BE COVERED AND
INSULATED FOR 4 HOURS PRIOR TO BEING OPENED TO TRAFFIC.

8. PLACE TEMPORARY 2" PATCH OF COLD MIX FLUSH WITH EXISTING SURFACE WITHIN 24 HOURS,
TEMPORARY PATCH SHALL BE REMOVED AND REPLACED WITH 2° OF #11 H.MA. SURFACE AS SOON AS
H.M.A. BECOMES AVAILABLE. SURFACE OF CONCRETE AND EDGES OF EXISTING ASPHALT SHALL BE

BEFORE PLACING H.M.A.

9. IF MORE THAN ONE CUT IS MADE ON A CITY STREET, AND THE DISTANCE BETWEEN THE TWO IS 5'-0"
OR LESS, THE CONTRACTOR OR PERSONS MAKING THE REPAIR WILL BE REQUIRED TO REMOVE THE
SURFACE BETWEEN THE CUTS AND MAKE ONE REPAIR.

10. CONTRACTORS SHALL NOTIFY THE CITY ENGINEER'S OFFICE AT (812) 376—2540 BEFORE PLACING
CONCRETE OR ASPHALT PATCH.

11. ALL OVERCUTTING AND ENTIRE PERIMETER OF FINAL REPAIR TO BE CLEANED AND SEALED WTH

ASPHALT CRACK SEALER.
12. FINAL REPAIRS SHALL BE COMPLETED NO LATER THAN MAY 1%

SPECIAL SURFACE STREETS:

1. ANY SPECIAL SURFACES SHALL BE RESTORED IN-KIND. FOR EXAMPLE. BRICK SURFACE
REQUIRI PAVEMENT CUTS TO BE RESTORED WITH BRICK. COBBLESTONE SURFACE
STREETS MUST BE RESTORED MTH OOBBLESTONE. PE?MIT HOLDER SHALL SALVAGE AS MUCH OF
THE EXISTING BRICK OR LE FOR REUSE IN THE RESTORATION AND
SHALL SUPPLY ANY REMAINING MATE?IAL REOUIRED FOR THE RESTORATION.

TEMPORARY COLD MIX PATCH

SAW CUT 4" DEEP 2" MIN. SEE NOTE 8

MINUMUM

FLOWABLE FILL
SEE NOTE 3
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